
Tram - Long Side

Design instruction

• The material is made to a final size of 5000 x 480 mm. 
• Leave a 2.5 mm wide white margin on the inside of this surface for successful attachment.

Material preparing

• If necessary, you can order the production of the material from our partner PunaMusta
Coloro, in which case you will receive a color-controlled print for review 
(The costs of producing the material are not included in the printing costs).
• Image resolution 72 ppi.
• PDF is created without clipping shadows and corner markers.
• Use standard offset ISO Coated ICC-profile in color management. 
You can download correct ICC-profile from the link instructions for the 
press ready PDF-files, down below. 
• All poster topics are delivered to the printer as separate PDF files.

Links to instructions for preparing the material

• General instructions for an open programme document:

• Instruction for the press ready PDF-files:

Material delivery

• The materials are delivered to ContentHub

Our co-operation reprohouse PunaMusta Coloro

Tel: +358 50 3460 088
Email: jcd@punamusta.com
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https://www.jcdecaux.fi/en/planning-guide/general-instructions-for-an-open-programme-document

https://www.jcdecaux.fi/en/planning-instructions/print-ready-file

https://jcdecaux.contenthub.fi

More information from our website:

JCDecaux Finland Oy Mekaanikonkatu 11

(Herttoniemi)

00880 Helsinki, Finland

Tel: 0207 758 200 

https://www.jcdecaux.fi/en

https://www.jcdecaux.fi/en
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